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Available in two sizes:  Standard / Large  

 

iCUBE Carrier: 

iCUBE Carrier L: 

 

 iCUBE Carrier  iCUBE Carrier L  

Pallet types: EURO: 800x1200 mm 

IND: 1000x1200 mm 

GMA: 40x48 inch 

EURO / IND / GMA 

Australian Standard: 1165x1165 mm 

   

Pallet length*: min. 1145 mm / 45 inch min. 1145 mm / 45 inch 

Pallet width*: up to 1015 mm / 40 inch up to 1220 mm / 48 inch 

Dimensions (l x w x h): 968 x 1278 x 227 mm 968 x 1478 x 227 mm ( 
Weight: 250 kg 275 kg 

 

*= Pallet size, not load size. Overhang of load possible. 

 Specifications:  

Lifting Capacity:   max. 1600 kg 

Driving speed: max. 1.0 m/s 

Acceleration:  

Deceleration:  

Lifting height: 25mm 

  

Min. operating temp.: -25ᵒ Celsius / -13ᵒ Fahrenheit 
Max. operating temp.: +40ᵒ Celsius /  104ᵒ Fahrenheit 

Carrier will be pre-
configured as: 

-25ᵒC to + 5ᵒC (freeze-config) 
or  
+5ᵒC to +40ᵒC (ambient-config) 

  

Battery: Lithium-Ion 

Operating voltage: 48V 

Battery Capacity:   up to 100Ah  (48V) 

Battery Life: up to 32 hours (1000kg @ +20ᵒC) 
with regenerative braking 

  

Charging: Drive-on charging station build in 
racking 

Charger: 50A @ 48V 

  

Communication: via Wi-Fi protocol 
  


